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50,8 mm

width 22 mm
}

F4

35,2mm

width 12,7mm

 

}

45,2 mm

width 12,8 mm
}

40 mm

width 19 mm }

40 mm

width 19 mm }

F2

F3

F35

F35

F3

45,2mm
width 12,8mm

}

Impeller article number  09-824P-9
Nitrile (oil resistant)

replaces Jabsco 6303-0003 Europe&USA

Impeller article number  09-824P-1
MC97 (Ultra Ballast)

Impeller article number  09-1077B-9
Nitrile (oil resistant)

Impeller article number  09-1052S-9
Nitrile (oil resistant)

Impeller article number  09-806B-1
MC97 (for cooling)

replaces Jabsco 4528-0001 Europe&USA

inner diameter 9,5 mm

Impeller article number  09-808B-1
MC97 (for cooling)

replaces Jabsco 22405-0001 Europe&USA

inner diameter 12 mm

Impeller idetification guide, scale 1:1

Impeller article number  09-843S-9
Nitrile (oil resistant)
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50,8 mm

width 22 mm }

50,8 mm

width 22 mm
}

F4

57,1 mm

width 31,5 mm

}

57,1 mm

width 31,5 mm

}

F5

Impeller article number  09-810B-1
MC97 (for cooling)

replaces Jabsco 18653-0001 Europe&USA

Impeller article number  09-810B-9
Nitrile (oil resistant)

inner diameter 12 mm

Impeller article number  09-1026B-1
MC97 (for cooling)

replaces Jabsco 673-0001 Europe&USA

Impeller article number  09-1026B-9
Nitrile (oil resistant)

replaces Jabsco 673-0003 Europe&USA

inner diameter 12,7 mm

Impeller article number  09-801B
Neoprene (for cooling)

replaces Jabsco 4568-0001 Europe&USA

inner diameter 15,9 mm/key

Impeller article number  09-1027B-1
MC97 (for cooling)

replaces Jabsco 1210-0001 Europe&USA

Impeller article number  09-1027B-9
Nitrile (oil resistant)

replaces Jabsco 1210-0003 Europe&USA
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65 mm

width 50,2 mm

}

65 mm

width 80 mm}

F7

F75

57,1 mm

width 48,2 mm

}

F6

Impeller article number  09-1028B
Neoprene (for cooling)

replaces Jabsco 17937-0001 Europe&USA

Impeller article number  09-1028BT-1
MC97 (for cooling)

replaces Jabsco 17937-0001 Europe&USA

Impeller article number  09-1028B-9
Nitrile (oil resistant)

replaces Jabsco 17937-0003 Europe&USA

Impeller article number  09-821B
Neoprene (for cooling)

Impeller article number  09-812B-1
MC97 (for cooling)

replaces Jabsco 13554-0001 USA



40

95 mm

width 63 mm

}

95 mm

width 63 mm

}

Impeller article number  09-819B
Neoprene (for cooling)

replaces Jabsco 836-0001 Europe&

17935-0001 USA

Impeller article number  09-819B-9
Nitrile (oil resistant)

replaces Jabsco 836-0003 Europe&

17935-0003 USA

Impeller article number  09-1029B
Neoprene (for cooling)

replaces Jabsco 836-0001 Europe&

17935-001 USA

95 mm

width 63 mm

}

F8

F8

95 mm

width 63 mm

}
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Impeller article number  09-802B
Neoprene (for cooling)

replaces Jabsco 6760-0001 Europe&USA

}

95 mm

width 88,5 mm

}

Impeller article number  09-814B
Neoprene (for cooling)

replaces Jabsco 21676-0001 Europe&

17936-0001 USA

F9

F9

95 mm

width 88,5 mm

}
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95 mm

width 130 mm

}

Impeller article number  09-820B
Neoprene (for cooling)

F95
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A Better Life Afloat



SPX Johnson Pump Marine AB, Nastagatan 19, P.O. Box 1436, SE-701 14 Örebro, Sweden.
Johnson Pumps of America, Inc., 1625 Hunter Road, Suite B, Hanover Park, Illinois, 60133
Johnson Pump (Australia) Pty. Ltd. P.O. Box 427, Cannon Hill, QLD. 4170, Australia

For more information about our worldwide locations, approvals, certifications, and local representatives, please visit 
www.johnson-pump.com or www.spxpe.com.

SPX Corporation reserves the right to incorporate our latest design and material changes without notice or obligation.
Design features, materials of construction and dimensional data, as described in this bulletin, are provided for your information only and 
should not be relied upon unless confirmed in writing. 

Issued: 10/2008 JP-2009/01 GB	 Copyright © 2008 SPX Corporation

Your local contact:


